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15TH AF (FOR DI)>, SAC (FOR DIM/GOLDEN TREE/DOCR, DM 4) 2D AF (FOR D).
l. CAMERA 8 15 WAS USED IN MISSION 3968 FLOWN ON 19 NOVEMBER
1964. PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEN.
2. ORIGINAL NEGATIVE:
A, THE EXPOSURE WAS ADEQUATE AND THE RESOLyTION IS GOOD WHERE
NOT DEGRADED BY ATMOSPHERICS.
B SR SIDE: A LINEAR PLUS DENSITY STREAK LOCATED 3.25"
rROM THE INBOARD EDGE OF THE FILM IS PRESENT THROyGHOyT THE MISSION.
LINEAR TRANSVERSE FOG IS EVIDENT IN FRAME 00@4 AND 2417. PINHOLES
WERE NOTED OCCASIONALLY THROUGHOUT THE MISSION. A HEAT SPLICE
WITH AN ASSOCIATED EMULSION LIFT OCCyRS IN FRAME 1148, AND A
MANUFACTURING SPLICE WITH AN ASSOCIATED FOGGED AREA ALONG THE
OUTBOARD EDGE EXISTS IN FRAME 1763.
C. OSL SIDE: EDGE STATIC AND FOG IS PRESENT ALONG THE INBOARD
AND OUTBOARD EDGES THROUGHOUT THE MISSION. EMULSION DIGS WERE
NOTED THROUGHOUT THE MISSION. A REGULAR PATTERN OF DIGS 1.55"
FROM THE OUTBOARD EDGE AND 6.43"™ APART STARTS AT FRAME 0001 AND
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CONTINUES THROUGH FRAME 795. TwO LINEAR PLyS DENSITY STREAKS
LOCATED 1.8" AND 2.3" FROM THE INBOARD EDGE OF THE FILM ARE PRESENT
FROM FRAMES 2195 TO 1068. TwO HEAT SPLICES AND TWO MYLAR TAPE SPLICES
OCCUR ON FRAME 1123 WITH ASSOCIATED DIGS AND CREASES ON FRAMES 1122
AND 1123. A MANUFACTURING SPLICE IS PRESENT ON FRAME 2227.

D. BOTH SIDES: PRESSURE ROLLER STATIC (ROLLER CHATTER) 1S
FRESENT ALONG THE INBOARD EDGE THROUGHOUT THE MISSION.

F. THERE WERE NO MAJOR CAMERA OR PROCESSING MALFNCTIONS
DURING THE MISSION.

3. POSITIVE:

A. THE PI SUITABILITY IS CONSIDERED TO BE GOOD WHERE NOT
DEGRADED BY ATMOSPHERICS.

B. THE PRINTING AND PROCESSING WAS GOOD.

C., CLOUDS OBSCURED OR DEGRADED 5@ PERCENT OF THE MISSION.
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